
1) Turn on the iron to 608°F (380°C) if you are using  
60/40 % Tin-Lead based solder.  2) Place the Resistors into the PCB first and flip the  
board, pull with a plier to ensure the component is  
flush with the board. 3) Solder the leads to the pad and then cut off the leads. 4) Repeat the previous steps with the diode.  5) Solder the orange and brown capacitors, you do not 
have to worry about polarity. 6) Solder the IC Socket and insert the IC, pay close 
attention to the notch. Make sure they match! 7) Solder the LED make sure the cut side matches with  
the marking on the PCB. 8) Solder the transistors and ensure the outline matches 
with the component, see parts list for placement. 9) Solder the Polarized Capacitors and pay attention to  
(-) white strip as it should match with the white bar  
on the PCB. 10) Solder the terminal block with the socket facing  
outwards. To Solder the power transistor,   
                  see back of this page. 
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Parts List 

Some 555 IC will not come with a notch. Locate 
a reflective circle on the IC. View the image 
below for a visual example of how to insert the 
LM555.  
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Note: Screw the Power Transistor to the heatsink using the provided screw and nut. Insert the P.T into the board and bend 
 if needed to allow the two pins from the heatsink to touch the boards’ edge while allowing the pins to fit into the 
 through-hole pad. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Schematic Diagram 


